Thanks for buying the @uwouxun transceiver. 
This transceiver offers latest design, enhanced features, solid 
performances and easy accessibility. We believe you will be pleased 


with the high quality and reliable features for all your communication 


needs. 


Warning A 
» Please do not use the transceiver when you are in the explosing places (such as gas, dust smoke etc.) 


Ð Please turn off the transceiver while your car is being refueled or parked a the gas station. 


User Safety, Training, and General Information 


READ THIS IMPORTANT INFORMATION ON SAFE AND EFFICIENT OPERATION BEFORE USING YOUR 
@wouxun PORTABLE TWO-WAY RADIO. 


Compliance with RF Energy Exposure Standards 

Your @uwouxun two-way radio is designed and tested to comply with a number of national and 
international standards and guidelines (listed below) regarding human exposure to radio frequency 
electromagnetic energy. This radio complies with the IEEE (FCC) and ICNIRP exposure limits for 
occupational/controlled RF exposure environment at duty cycles of up to 50% talk-50% listen and 
should be used for occupational use only. In terms of measuring RF energy for compliance with the 
FCC exposure guidelines, your radio radiates measurable RF energy only while it is transmitting 


(during talking), not when it is receiving (listening) or in standby mode. 


» The approved batteries supplied with this radio are rated for a 5-5-90 duty cycle (5% talk-5% listen-90% 
standby), even though this radio complies with the FCC occupational RF exposure limits at duty cycles of up 
to 50% talk. 


бизон 


Professional FM Transceivei 


Your СФшоихип two-way radio Complies with the following of RF energy exposure 
standards and guidelines: 


* United States Federal Communications Commission, Code of Federal Regulations; 47CFR part 2 sub- 
part J 

* American National Standards Institute (ANSI)/Institute of Electrical and Electronic Engineers (IEEE) 
C95. 1-1992 

* Institute of Electrical and Electronic Engineers (IEEE) C95. 1-1999 Edition 

* International Commission on Non-lonizing Radiation Protection (ICNIRP) 1998 


Operational Instructions and Training Guidelines 

To ensure optimal performance and compliance with the occupational/controlled environment RF energy 
exposure limits in the above standards and guidelines, users should transmit no more than 50% of the 
time and always adhere to the following procedures: 

Transmit and Receive 

To transmit (talk), push the Push-To-Talk (PTT) button; to receive, release the PTT button. 

Hand-held radio operation 


Hold the radio in a vertical position with the microphone 5 cm away from the lips and let the antenna 


farther away from your head. 


Body-worn operation 


Always place the radio in an @uwouxun approved clip, holder, holster, case, or body harness for this 


product. Use of non- @uwouxun -approved accessories may exceed FCC RF exposure guidelines. 

Antennas & Batteries 

* Use only GÓuouxun approved, supplied antenna or @wouxun approved replacement 
antenna. 

* Unauthorized antennas, modifications, or attachments could damage the radio and may violate FCC 
regulations. 

* Use only @uwouxun approved, supplied batteries or @uwouxun approved replacement 
batteries. 

* Use of non- @uwouxun -approved batteries may exceed FCC RF exposure guidelines. 

Approved Accessories 

For a list of @wouxun approved accessories,see the accessories page of this user manual or visit 


the following website which lists approved accessories:http://www.wouxun.com 


TEEF 


Professional FM Transceive 
Notices to the User 
* Government law prohibits the operation of unlicensed radio transmitters within the territories under 
government control. 
* Illegal operation is punishable by fine or imprisonment or both. 
* Refer service to qualified technicians only. 


Warning AN 

> It is important that the operator is aware of and understand hazards common to the operation of 
any transceiver. Explosive environment(such as gases, dust, fumes, etc). Turn off your transceiver 
while talking on fuel, or while parked in gasoline service stations. 

2 If you require this machine to be developed or some changed, pleased connect with Сшоихип 
ог your Сшоихип деајег. 


FCC Caution: 

This equipment has been tested and found to comply with the part 90 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communications. However, 


there is no guarantee that interference will not occur in a particular installation. If this equipment does 


cause harmfu | interference to radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the interference by one or more of the 


following 


Measures: 

* Reorient or relocate the receiving antenna. 

* [ncrease the separation between the equipment and receiver. 

* Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 


* Consult the dealer or an experienced radio/TV technician for help. 


FCC Licensing Requirements 


Your radio must be properly licensed Federal Communications Commission prior to use. Your 


@uwouxun Wireless dealer can assist you in meeting these requirements. Your dealer will program 


each radio with your authorized frequencies, signaling codes, etc., and will be there to meet your 
communications needs as your system expands. 


бизон 
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Precautions 
Only qualified technicians are allowed to maintain this product. 


Do not use the radio or charge a battery in explosive areas such as coal gas, dust, steam, etc. 


Switch OFF the radio while refueling or parking at gas station. 

Do not modify or adjust this radio without permission. 

Do not expose the radio to direct sunlight over a long time, nor place it close to heating source. 

Do not place the radio in excessively dusty, humid areas, nor on unstable surfaces. 

Safety: It is important that the operator is aware of and understands hazards common to the operation 
of any radio. 


This device complies with Part 15 of the FCC Rules. 
Operation is subject to the following two conditions: 
(1) this device may not cause harmful interference, and 


(2) this device must accept any interference received, including interference that may cause undesired operation. 


Warning A 


2 MODIFICATION OF THIS DEVICE TO RECEIVE CELLULAR RADIOTELEPHONE SERVICE SIGNALS 
IS PROHIBITED UNDER FCC RULES AND FEDERAL LAW. 


CE Caution: 

Hereby, @wouxun declares that this Two-way radio is in compliance with the essential requirements 

and other relevant provisions of Directive 1999/5/EC. 

A copy of the DOC may be obtained through the following address. 

Address: No.928 Nanhuan Road, Jiangnan High Technology Industry Park, Quanzhou, Fujian 362000, 
China 


Contents @wouxun 
Professional FM Transceiver 


Unpacking and checking the equipment 
Supplied accessories 
Description of functions 
Getting started 
LCD Display 
Description of transceiver 
Shortcut Operation Sheet 
How to Operate 
Menu lock function 
Setting frequency step (STEP) 
Setting squelch level (SQL-LE) 
Setting power saver mode (SAVE) 
Selecting transmitting power (TXP) 
Setting transmitting beginning/ending prompt (ROGER) 
Time-out timer (TOT) MENU 6 
Setting VOX (VOX) МЕМО7 
Setting wide or narrow bandwidth (WN) 


Setting voice guide (VOICE) MENU 9 

Setting transmitting overtime alarm (TOA) 

Beep prompt function (BEEP) MENU 11 

Setting power-on message (PONMSG) 

Busy channel lockout (BCL) MENU 13 

Setting keypad lock(AUTOLK) MENU 14 
Setting receiving CTCSS (R-CTCSS) MENU 15 
Setting transmitting CTCSS (T-CTCSS) MENU 16 
Setting receiving DCS (R-DCS) MENU 17 
Setting transmitting DCS (T-DCS) MENU 18 
Setting scan mode (SC-REV) MENU 19 

Setting SCAN / LAMP / SOS-CH / FM Radio function on side key 1 
Working mode (CH-MDF) MENU 21 

Setting auto backlight (ABR) MENU 22 

Setting offset frequency (OFF-SET) MENU23 
Setting frequency shift direction (SFT-D) 

Setting stopwatch timer function (SECOND) 
Channel name editing (CHNAME) MENU 26 


Setting memory channel (MEM-CH) MENU 27 

Deleting channel (DEL-CH) MENU 28 

Setting reset MENU 29 

CTCSS/DCS scan MENU 30 

DTMF encoding 

Editing/Transmitting ANI ID Code, ANI ID Code transmitting delay and DTMF Sidetone 40-41 
Setting priority scan function 


Setting reverse frequency function 
Low voltage prompt 
Setting transmitting overtime prompt 
Adding scanning channel 
Wire-clone function 
Working with repeater function 
How to use the intelligent charger 
Programming guide 

Trouble shooting 

Technical parameter 


Appendix 1 (CTCSS) 

Appendix 2 (DCS) 
Technical specification 
Optional accessories 
Announcement 


Unpacking and checking of your equipment 
Professional FM Transceiver 


Carefully unpack the transceiver. We recommend that you identify the items in the following table before 
discarding the packing material. If any items are missing or have been damaged during shipment, please 


notify your @uwouxun dealer. 


Supplied accessories 


Li-ion batterypack Intelligent charger 


- 


Beltclip Handstrap User's manual Service card 


Description of functions | 


Dual Band, Dual Frequency, Dual Display and Dual Standby 
Frequency Range (can be suitable for different countries or areas): 
136-174MHz & 350-470MHz (Rx / Tx), 136-174MHz & 400-480MHz (Rx / Tx), 
136-174MHz & 420-520MHz (Rx / Tx), 136-174MHz & 400-470MHz (Rx / Tx), 
136-174MHz & 245-250MHz (Rx / Tx), 136-174MHz & 216-280MHz (Rx / Tx), 
136-174MHz & 225-226MHz (Rx / Tx), 144-146MHz & 430-440MHz (Rx / Tx). 
66-88MHz & 400-480MHz (Rx / Tx). 
Working Mode: U-V, V-V or U-U selectable 
Channel setting: VHF Tx & UHF Rx or UHF Tx & VHF Rx selectable 
DTMF encoding 
Digital FM Radio (76-108MHz) 
CTCSS/DCS scan 
Output power: 5W VHF /4W UHF 
. 128 memory channels 

. VOX 

. Stopwatch timer function 

. 105 groups DCS and 50 groups CTCSS 

. Voice guide 

. SOS Function 

. Wide/Narrow bandwidth selection (25KHz / 12.5KHz) 

. Multi-display modes ( channel order number/ channel frequency/ channel name selectable) 


@wouxun 
. Reverse frequency Professional FM Transceiver 


. Multi-functional scan modes 

. Priority scan function 

. Bright flashlight illumination 

. Frequency steps selectable (5/6.25/10/12.5/25KHz/50KHz/100KHz) 
. High/Low power changeable when transmitting 
. High capacity Li-ion batterypack 

. Intelligent charger 

. Offset frequency setting (0-69.950MHz) 

. Frequency shift direction setting 

. Busy channel lockout 

. Power-on message (Battery-V/Full Screen/Other Characters) 
. Low voltage prompt 

. Transmitting beginning/ending prompt 

. Transmitting overtime prompt 

. Keypad lock (Auto / Manual) 

. Adding scanning channel 

. High/Low power switchable when transmitting 
. Programmable by computer 

. Wire-clone function 

. Menu/Channel reset 

. 1750Hz Burst Tone 


Getting Started 


LCD display 
There are various indicators displaying on the screen when powing on. Please refer the below table to 
learn what the indicators stand for accordingly. 


Reverse frequency 

Dual Band 

Split (negative) VOX Function 

Split (positive) Indicator for sub frequency 


DCS receiving 
Bandwidth indicator 


CTCSS CT DCS + — RTDRVOX S М A fev. Battery capacity indicator 


arrow indicating the » H Menu Order/Channel Order 


master frequency Menu Order/Channel Order 


High/Low power transmission Keypad Lock 
BCL indicator 
Note: 


дач) Full indicator for battery capacity 4 __| Exhausted indicator for battery capacity 


dww| d У Low indicator for battery capacity ae eee | | | Receiving signal meter 
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Rotary Encoder 


Description of transceiver 


A/B Swith Key on Master Gs) 


Frequency SE wal. 
Screen/LCD Display 


Function Key 


Up/Down Key 


Note: Quickly switch the working mode ( + @) 
Quickly resume the transceiver ( -B ) 


Getting Started 


Speaker / 
Microphone jacks 
Side key 1: Scan/Lamp 
SOS-CH /Radio 


Side key 2: Monitor(long press) 
/ Flashlight (short press) 


@uwouxun 
Professional FM Transceiver 


Press @® ог (52 key one time to search the desired function or parameter when setting for each 


Quick Search 


function or parameter, while keeping pressing Є or @D key to quickly search. 


Single/Dual Band Switch 


Press 


Single Band Dual Band 


Quickly resume the transceiver 
In standby, press (+ , then LCD displays | *Z&2-- |. Press to confirm, and then the 
transceiver re-starts. 


А/В Switch 

Press [2 to select the master frequency. The frequency with arrowhead mark is the master frequency, 
while the other frequency without arrowhead mark is the sub frequency. The transceiver can transmit 
and receive in the master frequency, but ONLY receives in the sub frequency. When it is receiving in the 
sub frequency, there shows " 5 " іп the screen. 


Getting Started Г 


a key 
Short press the key to set the reverse frequency, while keeping pressing for 2 seconds to active 
the scan function. 


W Side key 2 (Flashlight/ Monitor selectable) 
Short press the side key to turn ON/OFF the flashlight, while keeping pressing for 2 seconds to 
activate the monitor function. 


1750Hz Burst Tone 

Sometimes, 1750Hz Burst tone is required to carry out some other specific functions. This transceiver 
has 1750Hz Burst tone to help you. 

How to use 

In standby, press PTT key and side key PF1, the transceiver will transmit 1750Hz burst tone. The time 
keeping pressing PTT key and the side key PF1 determines the 1750Hz burst tone transmitting time. 
Releasing PTT key and the side key PF1 is to finish transmitting the 1750Hz burst tone. 


Shortcut operation sheet Swouxun 
Professional FM Transceiver 
Function Function Enter Screen display Select Selectable Confirm Return See 
order name function parameter parameter to page 
set explanation standby 


1 Setting E > К АУД 7 kinds of frequency steps 5K/ 4 
Hequenoy step MENU ДЕ 5721 m» VE Р — ED nod parameter || 6 25K/10K/12.5K/25K/50K/100K =>» (1239 => (1 Р14 


: ‹ E 55 A Jf v JS 
2 Setting squelch MENU Jn 50.2. =» | == E => Tay => Се м : Squelch level from 0 to 9 =>» (119 => Bip P1 5 
level : 


- = A Jr v JS 1 
3 Setting power MENU ДЕДУ WEB > ^ 3| => меми => А pi v) Y| | ON: Turn on save function => (Т) = EXIT P1 


laver mode lect parameter | | OFF: Turn off save function 


Sor oy | H: High power (УНЕ 5W/UHF 4W) 


4 Selecting меи > e >) E “=> GD > E ee dh => (Œ > EDP16 


transmitting power ect parameter 


OFF: turn off this function,without 

po any voice prompting. 

ae н = $$ Or key] | BOT: press PTT, voice prompt when 
D Transmitting MENU > OGRA) => => (12119 => 3762 у been transmitting У > => (248 P17 
beginning/ ending elect parameter | | от. release PTT, voice prompt 
prompt when end transmitting 
BOTH: press and release PTT,voice 

prompt 


Press or Є key | | TOT has 40 levels in steps 
Oraa of 15 seconds. - (129 = O P17 
Select parameter | | OFF: Turn off TOT 


6 Time-out timer [339 => ty => Р =>» (I3 =» 


7 „= “= Press АУД 
tting V VOX UOS VOX has levels from 1 to 10 
f зе 8 on ы => T => н BEEF 1 > Select parameter OFF: Turn off VOX transmission > (ШП) - ЕШ P1 8 


— m 


i i e им 7 8 ress EB 0120) | wipe: 25KHz 
8 Setting bandwidth MIW — (9 => tH DE => MENU => Select parameter || NARR: 12.5KHz = => (2418 P18 
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Shortcut operation sheet 


9 Voice guide =» С) > 


10 Transmitting 
overtime alarm 


11 Setting 
beep prompt 


c» - GO GC > 
27-62-69 > 


12 Power on 
message 


13 Busy channel 
lockout 


14 Keypad 
lock 


(venu > s > DPA => 


15 Receiving 


CTCSS MENU => Q => 


16 Transmitting 
CTCSS 


17 Receiving 
DCS 


мед а Cu > 


18 Ti itti 
нп їп& Т) » CD > CE „> 


19 Scan mode) > CE => H > 


20 Scan/Lamp 
SOS-CH/ 
Radio/(Side 
key 1) 


21 Working 
mode 


(2) > СУ) > 62) > 


22 Auto 
backlight 


23 Offset 
frequency (20 > 69 C23 > 
24 Frequency 
shift direction 


> 69-09 > 


25 Stopwatch (Ef > С => Ga => 


29 са > €B-- 


(20 > s > х3 => 


(2 C TOT 6 => 


CG»--c9- €B- 


m- 229 > (79 ~» : 


„С 
н 


Tor 
Hz2MCFE 


FREG 


[EE 
»POMPMEZG | 
ШЕЕ 


но 
ёз 


5 > (000 => 


ШЕ ечи => 


= Цу => 


=>» MENU + 


— (12119 => 


=> (120119 => 


=> (12110 => 


„(ШШ => 


| => (ТЕТ >| 


3| => (ED > 


1 (ED > 


„(ШШШ => 


Se 


ШИ АДУ, 
ect parameter 


ey 


CHINES: Chinese voice prompt 
ENGLSH: English voice prompt 
OFF: Turn off voice prompt 


ес 


1А у 167 
рагате 


ег 


1 to 10 levels with 1 
second each 
OFF: turn off TOA 


ес 


51А у 197 
рагате 


er 


ON: Turn on beep prompt function 
OFF: Turn off beep prompt function 


ес 


ss CBr EA key 
parame 


er 


OFF: Full screen display 
BATT: Battery voltage display 
MSG: WELCOME 


ес 


S a pf v 15] 


parame 


er 


ON: Turn on BCL 
OFF: Turn off BCL 


SÍ A Jof v 167 
lect parame 


er 


ON: Turn on Autolock 
OFF: Turn off Autolock 


ss a or v 15] 
lect parame 


er 


50 groups CTCSS (67.0Hz-254.1Hz) 
OFF: Turn off CTCSS 


SÍ A ЈУ Key 
lect parame 


er 


50 groups CTCSS (67.0H2-254.1Hz) 
OFF: Turn off CTCSS 


S a Tf v 15] 
lect parame 


er 


105 groups DCS (D023N-D754N) 
OFF: Turn off DCS 


=> (27) > EP 19 


=» (1) = (5) P19 


=> (27) > (508 P20 
=> (G9 > (508 220 


> > Guy P?! 


Р21 


> (20 > G3 5 


=» (1) => GB P22 


> GD > Gu) 223 
=> (27) > G3) 223 


Professional FM Transceiver 


Select 


Press EB or У еу 


parameter 


105 groups DCS (D023N-D754N) 
OFF: Turn off DCS 


t 


Select 


Select 


Select 


Press EB or УД 


parameter 


Press EB or еу 


parameter 


Presse 0762 key 


parameter 


3 kinds of Scan modes 
TO: Time scanning mode 
CO: Carrier mode 1 scan 
SE: Carrier mode 2 scan 


SCAN: Activate scan 
LAMP: Turn on Lamp 
SOS-CH: SOS function 
RADIO: Turn on FM radio 
OFF: Inactivate 


modes available: 

1. Frequency mode (FREQ) 

2. Channel mode 

Three kinds of channel mode available: 

© Channel (CH) 

@Frequency + Channel number 
(CH FREQ) 

GChannel name (NAME) 


————— 
This transceiver has two working 


= GD) > G3) 224 
= (29 > EDP 


Р25 


=> VENU => EXIT -28 


=>» > EXIT ] | 


Select 


Press АР УД 


parameter 


ON: Turn on backlight 
OFF: Turn off backlight 


ect 


ss A Jr v Д5] 


parameter 


0-69.950MHz available 


>) > ED 


P31 


=> Е => EXIT -32 


lect 


SY A or v 16] 


parameter 


+ Positive direction 

- Negative direction 

OFF: Turn off frequency shift 
direction 


P32 


=> МЕМО > EXIT -33 


ect 


АР УД 


parameter 


ON: Turn on Stopwatch function 
OFF: Turn off Stopwatch function 


L 


=> (1) > P33 
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26 Channel 
name editing 


ress or ey | Channel name should be with 
ова у in 26 letters (А to 2) and 10 => MENU => (э a 


ect parameter) | numbers (0 to 9), six maximum. — J 


oo) 
ПП) -— CO - (1) > >> 


27 Memory $02 gm "tu s Presem orap | Р35 
channel I3 -0> T > QU = => Ш >|, ect parame 128 channels available АЕА EXIT -36 


28 Deletin DIRK Press or 
Channel 5 MENU = 279 > (1 = Mt = Цу => = 128 channels available >> (1 P37 


ж а E) 
sa2 VOCE E 23 59062 VFO: Menu reset P37 
29 Reset [ЕЙ => =>} > { бео => (ДЕЛ | ect parameter] | ALL Al parameter rest =>» MENU => EXIT 38 


m SCH Ёр" SCM or GDKey| | cress: CTCSS scan 
30 d (20) ->» 629 08 => (10) -> vavametr|| Бе бб зш => (39 > ED P39 


scan 


m Quick Search ФУ / 62 (See page 07 ) m 1750Hz Burst Tone (See page 08) 

m High/Low power changeable (See page 16) и SOS-CH (SOS function) (See page 26) 

m DTMF encoding (See page 40) m Priority scan function (See page 42 ) 

W Set reverse frequency (See page 42) W Low voltage prompt (See page 43 ) 

ш Setting transmitting overtime prompt (See page 43) ш Adding scanning channel function (See page 43 ) 
B Wire-clone function (See page 44 ) m Working with repeater (See page 44-45 ) 


E Programming guide (See page 46-47 ) 
12 
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Professional FM Transceiver 
Menu Lock function 
Sometimes if the menu is not need to be operated frequently, you can lock the menu via the 
programming software. Please see the detailed steps as follow: 
1. Set the password to switch between the frequency mode and the channel mode. 
2. Set channel mode as the working mode. 
3. Turn off operating menu function in the channel mode. 
It is programmable to input the password manually and switch to the frequency mode to activate the 


keypad options if the operating menu is needed. 


» In dual standby mode, the screen shows "TDR" . The frequency with arrowhead mark is the master frequency 
while the other without arrowhead mark is the sub frequency. When the sub frequency is receiving, there 
shows "s" in the screen. In the dual standby mode, the transceiver ONLY transmits in the master frequency and 
receives in the sub frequency. 

» Master Frequency Setting 
In dual standby, press to select the master frequency. 

» This transceiver is the dual bander, with dual frequency and dual display functions. In frequency mode, it can 
display two different receiving/ transmitting frequencies at the same time. In channel mode, it can also display 
the channel frequency and related parameter in both channels at the same time. 


How to operate [ 


» In frequency/Channel mode, it is switchable between band A and band B by кеу, When the А/В indicator 
shows in band A, all the operations are based on band A. While the indicator shows in band B, all the operations 
are based on band B. 

» In frequency mode, it is available to seperately set the frequency step, transmitting power, squelch level, 
bandwidth, CTCSS, DCS, offset frequency, frequency shift direction and channel display modes in band A or 
band B. 

» In channel mode, it is invalid to set frequency step, transmitting power, CTCSS, DCS, bandwidth, offset 
frequency, and frequency shift direction functions in band A and band B. 


Press to enter, it shows '12.50K', press Є / 62 to select the desired step, then press to 
confirm, finally press to return to standby. 

The frequency steps selectable for this transceiver are as follow: 

5.00KHz, 6.25KHz, 10.00KHz, 12.50KHz, 25.00KHz, 50.00KHz and 100KHz. 
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Setting squelch level (SQL-LE) MENU 2 

Squelch level is about when the signal is strong enough to turn on the squelch function, and when it is 
weak enough to turn off the squelch function. When the squelch is on, there is voice from the loudspeaker 
for all of the signaling set by the transceiver. When the squelch level is set too high, the weaker signals 
may be missed, while the squelch level is set too low, the transceiver maybe disturbed by some noice or 


other needless signals. 


Ð The squelch level for this transceiver has 0-9 levels selectable, and level О is to turn off the squelch function. The 
higher level the squelch is set, the stronger receiving signal is needed. 


In standby, press + ‚ the screen displays |, 
Press (9 to enter, it shows '5', press ФУ / 62 to select the desired squelch level, then press to 
confirm, finally press to return to standby. 


Setting power saver mode (SAVE) --- MENU 3 
When the power saver function is ON, the receiver ciucuit will be cut off for the moment, and then 


re-activate to detect the signals for a while, in order to reduce the battery capacity consumption. 
15 


How to operate 


In standby, press + ‚ the screen displays | 
Press to enter, it shows 'ON', press ФУ / 62 to select turn ON/OFF the power saver funtion. 
Press to confirm, and then press to return to standby. 


Selecting transmitting power (TXP) --- MENU 4 

In frequency mode, press + , the screen displays (rire 3) 
Press (EJ) to enter, it shows 'HIGH', press ФУ / 62 to select HIGH/LOW power, then press ([ЕТ to 
confirm, finally press to return to standby. 


» This transceiver has HIGH and LOW transmitting power selectable: 
VHF: HIGH: 5W LOW: 1W 
UHF: HIGH: 4W LOW: 1W 

» The quick switch between the HIGH and LOW transmitting power is temporary. In transmitting mode, press 
key to quick switch the HIGH/LOW transmitting power. Once the transceiver is resumed, the transmitting power 
reverts to the original output power. 


Bwouxun 
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Setting transmitting beginning/ending prompt (ROGER) --- MENU 5 

This function is to select the prompt modes when beginning/ending transmitting as followings: 

OFF: Pressand release PTT key, there is no prompt for either beginning or ending tramsitting. 

BOT: Press PTT key, there is prompt for the beginning tramsitting. 

EOT: Release PTT key, there is prompt for the ending tramsitting. 

BOTH: Press and release PTT key, there is prompt for both beginning/ending tramsitting. 

In standby, press + , the screen displays 

Press (fJ to enter, it shows ‘OFF’, press ФУ / 62 to select OFF/BOT/EOT/BOTH, then press to 
confirm, finally press to return to standby. 


Time-out Timer (TOT) --- MENU 6 
This function is to prevent the transceiver from transmitting for too long time. When the transceiver is 


exceeding the preset time limit, it will stop transmitting with an overtime alarm. 


This transceiver can be set in 40 levels with 15 seconds each, between 15 and 600 seconds. 
In standby, press + ‚ the screen displays |* 


Press (Œ to enter, it shows ‘60’, press Є / (52 to select the desired transmitting level, then press GD 
to confirm, finally press Œ to return to standby. 
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Setting VOX (VOX) --- MENU 7 

This transceiver will switch to the transmitting mode when detecting the voice singal. 

The transmitting operation wil somewhat be delayed, and the voice signal information may be not 
transmitted at the first beginning, since there needs some time for the VOX circuit to detect the voice signal. 
In standby, press + ‚ the screen displays |* 


Press to enter, it shows ‘OFF’, press Є / (62 to turn OFF VOX function or select VOX level 
(1-10), then press to confirm, finally press to return to standby. 


» The higher level of VOX is set, the higher volume is needed. 
>» In SCAN and RADIO modes, the VOX function is not available, but just showing VOX mark on the uppor right 
of the aisplay scrcen. 


Setting wide or narrow bandwitth (WN) --- MENU 8 
In standby, press * ‚ the screen displays шн ^ "5 


to confirm, finally press Œ to return to standby. 
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Setting voice guide (VOICE) --- MENU 9 

In standby, press + ‚ the screen displays |; 

Press to enter, press Є / 62 to select Chinese, English or OFF , and then press key to 
confirm, finally press to return to standby. 


NOTE /N 


Ð Please turn off MENU 9 and MENU 11 at the same time to turn off all the voice prompt for this transceiver. 


Setting transmitting overtime alarm (TOA) --- MENU 10 

This alarm is the pre-alert time when the transmitting time is nearly up to requested transmitting time. 

When the time is up, the transceiver sounds out the beep prompt and the LCD keeps flashing. 

This transceiver can be set from 1 to 10 TOA level with 1 second each. Level 1 means that the prompt 

1 second ahead when the transmitting time is up to the TOT preset time. 

In standby, press + ЄВ , the screen displays 

Press to enter, it shows '5', press ФУ / (62 to select OFF/1~10 Level, then press to confirm, 
press finally to return to standby. 


How to operate I 


Beep prompt function (BEEP) --- MENU 11 

Beep prompt function is for the transceiver operating confirmation, error status prompt or faulty condition reminders. 
We faithfully advise you to keep this function ON, so that you can detect or check the errors and faults in time. 
In standby, press + , the screen displays 

Press to enter, it shows ‘ON’, press ФУ / 62 to select turn ON/OFF the beep prompting function, 
then press to confirm, press finally to return to standby. 


NOTE /\ 
> When MENU 9 VOICE function and MENU 11 BEEP function are both on at the same time, the VOICE function is prioritized. 


Setting power on message (PONMSG) --- MENU 12 

This transceiver has 3 display modes selectable for the power on message as follow: 

OFF: display the full screen 

BATT-V: display the current battery voltage 

MSG: display ‘WELCOME’ 

In standby, press + , the screen displays Рем : 

Press to enter, it shows ‘OFF’, press VW / & to select OFF/BATT-V/MSG, then press to 


confirm, finally press to return to standby. 
20 


Bwouxun 
Professional FM Transceiver 


Busy channel lockout (BCL) --- MENU 13 
This function is to prevent the interference from the other communicating channels. When the selected 


channel is occupied by others, press PTT and there will be an alarm prompt for BCL, while release PTT, 


the alarm prompt disappears and the transceiver will be back to the Ре mode. 


In frequency mode, press + , the screen displays pes. 7 
Press to enter, it shows 'OFF', press = 768 го select ON/OFF "this function, then press to 
confirm, finally press to return to standby. 


Setting keypad lock (AUTOLK) --- MENU 14 

This transceiver has automatical lock (AUOLK) and manual lock selectable. 

ON: When the AUTOLK is on, there are no operations within 15 seconds, the transceiver will be locked 
automatically. Press @ more than 2 seconds to unlock the keypad. 

OFF: The AUTOLK is off, it is only avaiable to lock the keypad manually. 


» According to the manual lock, press ( for more than two seconds to lock in standby mode, and press E23 
for more than two seconds again to unlock it. 


How to operate 


In standby, press + , the screen display 
Press to enter, it shows ‘OFF’, press Є / & to select ON/OFF this function, then press to 
confirm, finally press to return to standby. 


Setting receiving CTCSS (R-CTCSS) --- MENU 15 

Using the CTCSS/DCS can be used for you to receive the specified individual or group calls, and avoid 
the needless callings from others with the same frequency. Only receiving the same CTCSS/DCS signals, 
the transceiver can release the squelch. 

In frequency mode, press + , the screen displays |'^ ^'& : 

Press (ТЕТ to enter, it shows ‘OFF’, press Є / @2 to turn OFF this function or select 67.0Hz to 254.1Hz 
CTCSS code, then press to confirm, finally press to return to standby. 


» This transceiver has 50 groups CTCSS, see appendix (1) CTCSS frequency sheet. 


Bwouxun 
Professional FM Transceiver 


Setting transmitting CTCSS (T-CTCSS) --- MENU 16 

In standby, press + , the screen displays ^" 

Press to enter, it shows 'OFF', press Є / & to turn OFF this function or select 67.0Hz to 254.1Hz 
CTCSS code, then press to confirm, finally press to return to standby. 


» This transceiver has 50 groups CTCSS, see appendix (1) CTCSS frequency sheet. 


Setting receiving DCS (R-DCS) --- MENU 17 

In frequency mode, press + , the screen displays "^ ^5 

Press to enter, it shows ‘OFF’, press ФУ / & to turn OFF this function or select DO23N to 07541 
DCS code, then press to confirm, finally press to return to standby. 


> This transceiver has 105 groups DCS, see appendix (2) DCS frequency sheet. 
» In DCS selections, DNXXX (from DNO23 to DN754) means POSITIVE code, while DIXXX (from 01023 to DI754) 
means NEGATIVE code. 


How to operate [ 


Setting transmitting DCS (T-DCS) --- MENU 18 

In standby mode, press (+ ‚ the screen displays | 

Press to enter, it shows ‘OFF’, press ФУ / @@ to turn OFF this function or select DO23N to 07541 
DCS code, then press to confirm, finally press to return to standby. 


> This transceiver has 105 groups DCS, see appendix (2) DCS frequency sheet. 
» In DCS selections, DNXXX (from DNO23 to DN754) means POSITIVE code, while DIXXX (from 01023 to 01754) 
means NEGATIVE code. 


Setting scan mode (SC-REV) --- MENU 19 

This transceiver has three scan modes: 

TO: The transceiver continues scanning if there are no any operations 5 seconds after receiving signals. 
CO: The transceiver pauses scanning when receiving signals, and cotinues scanning 3 seconds after the signal disappears. 
SE:The transceiver stops scanning when receiving signals. 

In standby mode, press + С), the screen displays | 

Press to enter, it shows 'TO', press ФУ / 62 to select TO/CO/SE scan mode, then press to 


confirm, finally press to return to standby. 
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Setting SCAN / LAMP / SOS-CH / FM Radio function on side key 1 (PF1) --- MENU 20 
There are four functions selectable on the side key 1 of this transceiver: 
SCAN: Scan function LAMP: Lamp function SOS-CH: SOS function 
RADIO: FM radio function OFF: Disable this side key 
1. SCAN function: 
In standby mode, press Side key 1 enter to activate scanning (scan mode can be set through MENU 
19 -Scan Mode Setting), while press any keys to stop scanning in scan mode. 
In standby mode, press + Є. the screen displays | jo ki 
Press to enter, press ФУ. / 62 to select SCAN, then press to confirm, finally press to 
return to standby. 
. LAMP function: 


In standby mode, press Side key 1 to turn on the Lamp, and press this key again to turn it off. 

In standby mode, press + а the screen displays |" 35 ^ 

Press (f) to enter, press ФУ / & to select LAMP then press to confirm, finally press 
to return to standby. 


How to operate 


3. SOS-CH (SOS function): 
In emergency, the transceiver transmits the SOS signals to the outside surrounding on the specified 


Channel or Frequency in Band A or Band B. Meanwhile, the transceiver will sound "wu---wu---" with 
the green light keeping flashing. It will transmit signals every 5 minutes, lasting for 10 seconds each time. 
When the carrier signal receives in the SOS transmitting mode, the transceiver will automatically switch into the 
receiving mode. After the carrier signals disappear, the transceiver switches back to the SOS transmitting mode. 


Please press any key to exit in the SOS transmitting mode. 


» In case the SOS-CH frequency you set is not the master frequency, the tranceiver will automatically set the SOS-CH frequency to 
be the master frequency in the SOS-CH mode. Meanwhile, the master frequency will not restore the settings before the SOS transmitting. 


» Please press key to reset the master frequency. 


тя м GE 
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In standby, press + ЄВ. then screen displays | "Бао |, 

then press to enter, press Є / & to choose SOS-CH submenu, the screen displays |' 5. 

press again to confirm, press Є / (52 to choose Band A or Band B, then press to confirm, 

the transceiver sounds "wu---wu--." , meanwhile the RED/GREEN/FLASHLIGHT keeps flashing, which means 
SOS-CH function is ON. 

After above settings, switch the transceiver to the standby mode, and press PF1 side key to transmit the SOS signal. 
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4. RADIO function: 
* Turning on the FM radio: In standby mode, press Side key 1 to turn on. The screen displays |, 
then the indicator keeps flashing, which means transceiver is automatically tuning the radio stations. 
Once the transceiver gets tuned, it stops at this radio station and starts the listenning. 
* Tuning the FM radio station: In radio mode, press @® , the radio keeps tuning the stations 
automatically and the green light keeps flashing at the same time until it succeed in searching the 


available stations. You can press Є / & to manually tune the radio stations. 


stored into the chip for your futrue use. 

The transceiver has two groups of storages selectable for your storing, and the default group is the first storage. 
E.g. If you want to store 88.1MHz into the 1st group Channel 8, In radio mode, when tuning the desired 
radio station, press t to store it into the 1st storage directly. If you want to store this frequency 
into the 2nd group Channel 8. In radio mode, when tuning the desired radio station, press @7Э then the 
screen will display |’ . At this time, press + to store this station into the 2nd group Channel 8. 
In radio mode, press 1to 9 key to select the stored stations accordingly to listen to, while use the 


key to switch between 1st and 2nd storages. 
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* Exiting from the radio mode: Press Side key 1 again to exit from the radio mode. 


>» When the FM radio is working, the curent frequency or channel is in standby. Once detecting the receiving 
signals, the transceiver will automatically switch to receiving/transmitting mode. Five seconds after the signal 
disappears, the transceiver will switch back to the radio mode. 

У In FM radio mode, press to back to the current standby frequency, and press PTT to transmit. Five second 
after transmission, the transceiver will switch back to the radio mode. 
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Working mode (CH-MDF) --- MENU 21 

This transceiver has two options for the working mode: 

1. Frequency mode (FREQ) 

2. Channel mode 

There are three channel display selections in channel mode as follow: 

(Channel (CH) © Frequency + Channel number (CH FREQ) GChannel name (NAME) 


> It is available to switch between the frequency mode and the channel mode manually or via the programming 
software. If you want, you can set the password for the mode switch. 

2 The password for the mode switch is ONLY available to set via KG-UVD1P programming software. 

» There are 6 charaters consist of the password, while "000000" means no password is needed for the mode switch. 


Frequency mode (FREQ) and Channel mode switchable 

Ф Without password input 
In standby, press + , then press ФУ / (62 to choose working mode and finally 
press to confirm. 


How to operate 


Q With password input 


Please set the password for the mode switch via KG-UVD1P programming software. This password 


is consist of 6 charaters from O to 9. The valid password should be made up by six digits except "000000". 


In standby, press + , then press Є / € to choose one of FREQ/NAME/CH/CHFREQ. 
Press @ to confirm, then the screen will display the password input | "A| . Please input 


the preset password through the keypad, then the transceiver will switch to the selected mode. 


» At least one channel is stored ahead into the transceiver, so that the above settings for the mode switch is workable. 
Ð Quickly switch between the frequency mode and the channel mode(CH). 


In standby, press @ + key to switch the mode. Without password input, you can switch it directly. 
Otherwise, you need to input the valid password accordingly. 


Setting auto backlight (ABR) --- MENU 22 

In standby, press + , the screen displays peras] 

Press to enter, it shows ‘ON’, press ФУ / (62 to turn ON/OFF auto backlight function, then 
press to confirm, press return to standby. 
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» When the ABR function is set ON, the backlight will not be activated in transmitting/receiving mode or pressing 
side key 2. Otherwise, operating on the keypad and the side key 1 will activate the backlight automatically. 


Setting offset frequency (OFF-SET) --- MENU 23 

Offset frequency means the difference between transmitting frequency and receiving frequency. The 
range of the offset frequency for this transceiver is from О to 69.950MHz. 
In standby mode, press + , the screen displays |' “saze й 

Ргеѕѕ to enter, then press Є / (62 to select the listed offset frequency, or manually input through 
key pad directly.Press to confirm, while press return to standby. 

In order to transmit and receive in different frequencies, it is necessary to set the offset frequency and 
the frequency shift direction in the frequency mode. 

Please follow the below setting steps: 

1. Set the working mode to the frequency mode. 


2. Set the frequency shift direction and offset frequency. 


How to operate | 


E.g.: In frequency mode, the transceiver needs to work on receiving frequency 450.025MHz and 
transmitting frequency 460.025MHz. 


In Frequency mode, input [0 Хо] then press + + + to 


select positive direction (+), press + 618. then press + + + + / 62 to 
choose 10.000 + + ‚ so the frequency shift direction and offset frequency are set. 


The screen displays |: 


Release PTT the screen displays | 


the transmitting frequency is |* 


Setting frequency shift direction (SFT-D) ---- MENU24 

There are three selections for the frequency shift direction setting: 

1.Plus shift (+), which means the transmitting frequency is higher than the receiving frequency. 
2. Minus shift (-), which means the transmitting frequency is lower than the receiving frequency. 
3. Turn off this function. 

In standby mode, press + ‚ the screen displays TEN 
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Press to enter, press VW / (62 to select +/-/OFF, then press to confirm, finally press 


return to standby. 


Setting stopwatch timer (SECOND) --- MENU 25 

In standby mode, press + , the screen displays secip" 5 

Press to enter, it shows 'OFF', then press СЭ / 62 to turn ON/OFF this function, press @ to 
confirm, finally press to return to standby. 

Using the stopwatch timer: 

When this function is ON, press to start counting, while press any key to pause. Press again to 


re-start counting. 


» When it pauses counting, press any key (except (Ед key) to exit from stopwatch timer function. 


How to operate || 


Channel name editing (CHNAME) --- MENU 26 

When editing the channel name, please aware: 

1. the valid character should be within 26 letters (A to Z) and 10 numbers (0 to 9). 

2. the name should be no more than 6 digits, and from 1 to 6 digits are selectable. 

3. when manually editing, "-" means that this digit is blank. 

Editing method 

1. Via KG-UVD1P programming software. 

2. Directly through the keypad manually. 

When editing the channel name, 

1. store at least one channel into the transceiver ahead. 

2. set in the channel mode. 

3. press @ to select character while press & to select the desired digit. 

Editing steps 

1. Firstly, store into the desired channel into the transceiver. Please refer to the Memory Channel (MEN-CH) 
MENU27 accordingly. 
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2. Secondly, go to MENU 21 to select NAME as the working mode. 

3. Select the desired channel, press (9 + С + (DD + , the screen displays six '-' cross bar. 
Press @® to select characters and press GBM, then press ФУ again to select another digits. After 
finishing editing the desired name, press to confirm, and press ŒB to exit. The screen displays 
with the edited channel name and there also shows the channel number on the top right corner. 


Setting channel memory: Setting Co-Channel 

and Dis-Channel (MEM-CH) --- MENU 27 

In frequency mode and in standby, it is available to store the desired frequencies and relevant paramter 
into the specified channel. 

Input the desired frequency, then press + , the screen displays HENGE ? 

Press (ED to enter, press Є /@2 to select channel, then press to store, with the voice prompt 
"receiving memory". Press to exit, the current channel is co-channel. If you need to store as dis-channel, 
repeat the above operation on another frequency, then there is another voice prompt "transmitting 
memory", which means different receiving frequency and transmitting frequency are stored as dis-channel. 
E.g.: Store receiving frequency 450.025MHz and transmitting frequency 460.025MHz into CH-20 as dis-channel. 
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1. In frequency mode, input (0 Хо] + + + , then press 
CB or CO / GD to select CH-20, press to confirm, voice prompt for receiving memory, then 


press А 
2. Input L010] + + + + (S99, voice prompt for transmitting 
memory, then press : 


3. The dis-channel is set. 


» The relevant CTCSS/DCS tone with the receiving frequency should be set ahead the receiving memory, so that 
these settings can be stored into the desired channel with the frequency. 

> In transmitting memory, only the spedcified frequency point can be stored. 

» If the desired channel has aleady been stored, please delect the channel before the transmittin and receiving 
memory. Only the desired channel is empty, can both the transmitting and receiving memory be done. Otherwise, 
only the transmitting memory can be manually programmed. 


2» Besides the manual memory, it is also available to do the memory channel via the matching programming software. 
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Deleting channel (DEL-CH) MENU 28 

In standby mode, press + , the screen displays |’ 

Press to enter, and press VW / 62 to select the desired channel,then press ( to confirm, After 
the channel is deleted successfully, press to return to standby. 


Setting reset ---- MENU 29 

This transceiver has two selections for the reset operation-VFO reset and ALL reset. 

VFO reset means all the functional parameter set in frequency mode resumes to the factory setting. 
ALL reset means all the functional parameter set in both frequency mode and channel mode resume to the 
factory setting. 

1. VFO Reset 


After this operation, the transceiver will be resumed automatically. 
2. All Reset 


In order to avoid the faulty operations, we suggest that you set the password for the ALL Rsset via 
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KG-UVD1P programming software. Only input the valid password, the transceiver can be reset to the 
factory setting completely. Pls see the password setting in the programming software, which is consist of 
six arabic numerals selectable from O to 9. 


When the input password is "000000", it means no password is needed to input for this operation. 


(1) Setting password as "000000" 


In standby, press + , the screen displays 


Press to enter, and press ФУ / (2 to select ALL, press GE, the screen displays SERET | 
then press again to confirm, the screen displays К | 
when the reset is done, the transceiver will be resumed automatically. 

(2) Setting password as "XXXXXX" (E.g.: 123456) 


In standby, press + , the screen displays 
Press i E enter, and press ФУ / (62 to select ALL, press , the screen will в 


, at this time input the valid password (e.g.: 123456), the screen displays | 


then the transceiver will start resetting. After reset is done, the transceiver will be resumed 


automatically. 
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CTCSS/DCS scanning MENU 30 


When the transceiver detects the CTCSS/DCS signals from outside, this function can start scanning 


the CTCSS/DCS frequencies, which has already been set in this transceiver, and stop scaning at the 
matching CTCSS/DCS frequency with the transmitting CTCSS/DCS frequency. 

When the transceiver receives CTCSS/DCSS signal, presss + СВ the screen displays |’ 

Press to enter, the arrowhead points to "CTCSS". Press ФУ / & JJ select to scan CTCSS or DCS. 
And then press to confirm, it starts scanning CTCSS/DCS frequencies. 


>» This function only works in frequency mode. 

> Only when the transceiver detects the CTCSS/DCS signals from outside, this function works. 

> Press ФУ /& ог the Rotary Encoder to change the scanning direction. 

>> When the transceiver scans to the matching CTCSS/DCS frequency, it stops at this frequency. 
You can press to temporarily replace this frequency as the current standby frequency. If you want to directly, 
set this scanned frequencyto be current working frequency, please enter into MENU 15/16(CTCSS) or MENU 
17/18(DCS) to save separately. Or it will be reset to the original setting before the next scanning. 

2» Only the band with the arrowhead and detecting the signal can be activated to do next the CTCSS/DCS 
scanning. 


How to operate | 


DTMF Encoding 

‚кэ 62. keys are respectively corresponding to A, B, C, D at DTMF encoding setting. 
Please follow the below steps to activate DTMF manually: 

1. Hold on pressing PTT key to transmit. 

2. At the same time, press the keys on the keyboard to send out the DTMF tone. 


» This transceiver will monitor the transmission of corresponding DTMF tone. 


Editing/Transmitting ANI ID Code, ANI ID Code transmitting delay and 
DTMF Sidetone 


» The above functions in this transceiver only can be edited by our programming software. 


Editing ANI ID Code 

ANI ID Code can be made up by alphanum (A—D and 0—9) with 6 digits max. 
Transmitting ANI ID Code 
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Turn this function ON means when press PTT key, the ANI ID Code will be transmitted automatically, 
while turning it OFF means manually transmitting. 

ANI ID Code transmitting delay 

The delay time for transmitting ANI ID Code means the time which the transceiver is automatically 
delayed transmitting ANI ID Code. 

This delay time can be set 3 seconds max,total 30 levels with 100ms each. 

DTMF Sidetone 

DTMF sidetone means to turn ON/OFF the speaker when transmitting DTMF code, and get the 
corresponding DTMF tone. 

There are 4 options on setting sidetone: 

(D Keypad Sidetone:Press keypad to turn on sidetone when transmitting. 

®© ANI-ID Code Sidetone: Transmit ANI ID Code to turn on sidetone. 

© Key Sidetone-- ANI-ID Sidetone: Code to turn press keypad and transmit ANI ID Code can turn on 
sidetone when transmitting. 


Ф OFF: In encoding mode, all sidetones are off. 


How to operate 1 


Setting priority scan function 

If you want to monitor the other frequency and check the certain preferred frequency at the same time, 
you can set priority scan function. 

E.g.: Scan six channels: Set CH1, CH2, CH3, CH4 and CH5 as the common scanned channels, and CH6 


as the priority scanned channel. then the scanning order is as followings: 
CH1— CH6— CH2 CH6 CH3 CH6 — CH4 CH6— CH5 CH6 


When this transceiver detects signal on the priority channel when scanning, it will call on its frequency. 
Please program the priority channel via KG-UVD1P programming software. 


Setting reverse frequency function 

When using the reverse frequency function, the transmitting and receiving frequencies of this transceiver 
will be interchanged, together with all settings for CTCSS/DCS and DTMF setting. 

How to set the reverse frequency: 


In standby mode, press (fff) to activated this function, while press again to switch it off. 
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In channel mode, if you want to: 

1. unlock the menu setting. 

2. reset the transceiver. 

please program above operations via Wouxun KG-UVD1P programming software. 


Low voltage prompt 

When the batterypack is in low voltage, there will be voice prompt for the lower voltage, at this time, 
the backlight flashes one time every five seconds and the transceiver sounds out "click" to remind of 
being charged timely. 


Transmitting overtime prompt 

When the transmitting time is exceeding the preset time, there will be an alarm to remind of the 
overtime transmitting, and the transmitting will be paused. If you want to continue transmitting, please 
press PTT to resume transmitting. (Please see MENU 15 about the Time-out timer TOT) 


Adding scanning channel 


» Only the added scanning channel can be listed to scan. 
>» Editing method: Strictly via KG-UVD1P programming software. 


How to operate 1 


Wire-clone function 


Wire-clone setting 


a. Install batterypacks on source radio and 
target radio and connect them via wire-clone 
cable. 

b. And then power target radio on. 

c. Power on the source radio and hold on the 
MONI key at the same time. 

d. Red LED on the source radio flashes, while 
the green LED on the target radio flashes, it 


Transmitting red LED flashing means 
transmitting data when wire cloning. 
Transmitting red LED distinguishes after 
completing wire-clone, and the 
transceiver returns to standby. 
Trasnsmitting red LED lasting flashing 
means the wire-clone is failed and the 
transceiver returns to standby mode. 


shows the wire cloning is completely proceeding. 


Receiving green LED flashing means 
receiving data when wire cloning. 
Receiving green LED extinguishes after 
completing wire-clone, and the 
transceiver returns to standby. 


Target radio 


Working with Repeater 
Most repeaters are working in the Dis-channel mode, which the receving frequency and the transmitting 
frrequency are offset working. Meanwhile, the frequencies with the repeater working are set with the 


matching CTCSS/DCS. 
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There are two working mode setting when prgrogramming the transceiver to work with the repeater: 


1. Work with repeater in frequency mode 
(DPress to choose band A, set the desired transmitting frequency and the matching CTCSS/DCS. 
Q Press to choose band B, set the desired receiving frequency and the matching CTCSS/DCS. 
Press + , the arrow points at band A,and the setting to work with repeater in frequency 
mode is done. 
2. Work with repeater in channel mode 
Separately set the transmitting and receiving frequencies, together with the matching CTCSS/DCS 
setting, and store them into the desired channel as the dis-cahnnel memory. 
@Set the channel mode as the working mode. Press Є to set this channel as the current transmitting/ 


receiving channel, and working with repeater in channel mode is set. 


How to use the intelligent charger 

I. Insert the AC plug into the power grid socket ( AC:90-240V), the indicator on the charger flashes, then 
the charger is in the charging standby mode. 

2. Insert the battery into the charger, the RED LED is on, which means charging is on the progress. 


When the RED LED turns to GREEN, the charging completes. 
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» When the exhausted batterypack is inserted into the charger, it will be pre-charged in trickle power with the 
RED LED flashing until 10-20 minutes later.Then the RED LED in on, the charger enters into the normally 
charging mode, When the GREEN LED turns on, it is fully charged. 

» Charging the exhausted batterypack in trickle power can protect the lithium batterypack better. 


Programming guide for KG-UVD1P software (via USB prgramming cable) 
a. Download, unzip and install the USB driver according to different operating system. 
b. Restart your computer, and it shows the driver is installed successfully. 
c. Download and unzip the matching programming software. 
. Connect the trannsceiver and open the software. 


d 
e. Power on the transceiver and open the software. 
f. 


Read from the radio to check the connection. 
g. Set the parameter and functions accordingly. 
h. Write to the radio. 
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Ð If you get the message "failed connection" when you try to read from the radio, please check the first five steps 
and the communication ports accordingly. 

2» Please note that once the first three steps are done well, the com port will be selected automatically when you 
open the software. However, according to the different computer settings, the com port may be needed to re-set 

» Please determine the port assignment from the device manager of the computer and select the correct 
communication port, which is available for the connection. 

» If the connection is still not OK, please try another cable or another transceiver on another computer to double check. 
Please refer to the detailed manual or the video guide for KG-UVD1P programming on our wouxun website: 
http://www.wouxun.com 


Trouble shooting | 


Before the transceiver is regarded as being faulty, please double check according to the main problems 


as following chart. If the problems are still happening, please reset it to avoid some misfunctional 


operation, search assistance from the experienced technician or contact your buyer accordingly. 


Problem 


The transceiver can not be 


powered on. 


Solution 


I. The battery may be exhausted, pls change the new battery or re-charge it. 


2. The battery was not installed correctly, pls re-install. 


The battery life is too short 


to use. 


The receiving light keeps 
flashing, but there is no 


sound coming out. 


. The battery life is over, pls change a new battery. 
. The battery is not fully charge. 


. Make sure the volume is highest. 
. Make sure the CTCSS/DCS settings are the same as the transmitting 


transceiver. 


It seems the keyboard does 
not work. 


Problem 


In standby, the transceiver 
will transmit automatically 
even the PTT key is not 
pressed 


. Make sure the keypad is locked or not. 
. Make sure the keys are not stuck. 
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Make sure VOX function is ON or not, and its level is set too low or not. 


Solution 


Some functions can not 
be stored normally. 


Please confirm if the transceiver is working in channel mode, since some 
functions are ONLY set in frequency mode via programming software. 


There are other disturbed 
signals or noice( from other 
groups) in the channel. 


Please change the CTCSS/DCS frequencies set in your group. 


Technical parameter 


Appendix 1 
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Frequency Range [76-108 MHz (RX) — . ^ ^  Á  » ^ » | 
| for diff 136-174MHz & 350-470MHz (Rx / Tx), 136-174MHz & 400-480MHz (Rx / TX), 
(can be suitable for different | 136-174МН2 & 420-520MHz (Rx / Ту), _ 136-174MHz & 400-470MHz (Rx / TX), 

; | 136-174MHz & 245-250MHz (Rx / TX, 136-174MHz & 216-280MHz (Rx / Tx), 
countries or areas): 136-174MHz & 225-226MHz (Rx / Tx), 144-146MHz & 430-440MHz (Rx / Tx). 
66-88MHz & 400-480MHz (Rx / Tx). 


Memory channel 128 channels 
Operating Voltage 7.4V 

Operating Temperature -30 С to + 60C 
Working Mode Co-channel or Dis-channel simplex 
Output Power VHF: 5W / UHF:4W 
Modulation F3E(FM) 

Max. Frequency Deviation < +5KHz 

Spurious Radiation < -60dB 

Frequency Stability +2.5 ppm 

Receive Sensitivity < 0.2 uV 

Audio Output power > 500mW 
Dimension 58 X 105 X 38 (mm) 
Weight 250g 


> Specifications is subject to be updated without prior notice. 


Optional accessories B 


Speaker/MIC Dual slot charger Leather case 


Programming 


"AA" battery case Wireclone cable Programming cable Headset 
software 


Announcement @uwouxun 
Professional FM Transceiver 


@wouxun endeavors to achieve the accuracy and completeness 
of this manual, but it is still not perfect for any possible omissions 
or printing errors. All the above is subject to be updated without prior 
notice. 


English Version: 1012-V4 
55 


DECLARATION OF CONFORMITY 


No.928 Nanhuan Road,Jiangnan High Technology Industry park, Quanzhou, 


Fujian 362000,China, 
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We, Quanzhou Wouxun Electronics Co.,Ltd, 
Product Description: Two-way Radio 


Brand: WOUXUN 


Model: KG-UVD1P 


Supplementary information: 
The product complies with the requirements of: 


declare that our product: 


Low Voltage Directive 2006/95/EC 
-EN 60950-1: 2006+A11:2009 


Efficient use of frequency spectrum 
-ETSI EN 301783-1 V1.1.1(2008-09) 
EMC Directive 2004/108/EC 
-ETSI EN 301 489-1 VI.8.1 (2008-04) 
Place: Quanzhou,Fujian,China 

| Сһеп Che 


Name: Dan 


Signature: 


-ETSI EN 301 489-15 V1.2.1 (2002-08) 
Date: June 16, 2010 


-ETSI EN 301783-2 V1.1.1 (2008-09) 


National model approval certification 


THES 
Radio Transmission Equipment 
ПОЕНЕ ДЕШЕ 


Type Approval Certificate 


RNB TUR IRA а]: 
AE САМЕ A BOSE RE IC AP 
In accordance with the provisions on the Radio 


Д), пне, PIRLARI 


Regulations of the People’s Republic of China , the following 


RE PA A ESSE AR ЕВ BERE I 


radio transmission equipment , after examination , conforms 


ВЕЖЕ, ЖЕҢЕ Уу сит 10: 2009705789 


to the provisions with its CMIIT ID: 


ЖОЙ: HAE 
Validity vin 
20094612 yp4 Ңң 
Year Month Date 


Quanzhou Wouxun Electronics Co.,Ltd. 


park, Quanzhou,Fujian 362000,China 
Http://www.wouxun.com 


Tel:+86 595 28051265 Ғах:+86 595 28051267 


Add:No.928 Nanhuan Road,Jiangnan High Technology Industry 


@uwouxun 


Professional FM Transceiver 


fi 2009-5789 


Number 


watt, AFRE 


Equipment Name 


ЖИА: KO-UVDIP 
Equipment Type 


Eee, Baw 


Main Functions 


WAYAR: ™ 


Modulation Mode 


ERAS BSS ВЧ: 


Main Technical Parameters 


ЗЕН, 138-16 7Mllz 403-404. MHz 410-420MHz 450-470MHz 
Frequency Range 


BRAM < І5ррт &7ppm 


Frequency Tolerance 


DRY 


Transmitting Power 


ЈНС: < 1бкна 


Occupied Bandwidth 


ЖОЛЫН. <T Say 


Spurious Emission 


15 National Approval Certification for Dual Band Two Way Radio 


KG-UVD1P Approval Code: CMIIT ID: 2009FP5789 


